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Thank you for purchasing an AODELAN product.

AODELAN TR-1A is a Remote Control which is compatible with the 
Bluetooth® function. You can perform remote operations such as 
shooting a still image, starting/ending a video shooting, shooting with 
a delay of 2 seconds. 

Please read this user manual as well as the user manual 
provided with your camera which works with TR-1A before use.

For your safety
Before using your product, please read the following safety 
precautions carefully to ensure correct and safe use.
	 When using this unit in an aircraft or a hospital, follow the 

instructions from the airline company or the hospital to avoid 
possible interference with instruments or medical devices 
caused by radio waves from this unit.

	 Do not disassemble or attempt to repair it.
	 Do not use the product in the presence of flammable or 

explosive gas.
	 The product is not waterproof. Please keep away from rain, 

snow and high humidity conditions.
	 Do not expose the product to high temperature over 45℃ (e.g. 

left in a car trunk).
	 Do not clean the product with organic solvent or alcohol-based 

liquid.
	 A thorough explanation of how to use the product by an adult 

is required when the product is used by children. Supervise 
children while they are using the product.

	 Consult local authorities on the proper disposal or recycling of a 
battery.

Declaration of Conformity USA
Product name: Wireless Remote Control
Trade name: AODELAN
Model number: TR-1A
FCC ID: 2AEJW-TR1A
Manufacturer: Shenzhen Aodelan Technology Co., Ltd.
FCC Statement
This equipment has been tested and found to comply with the limits 
for a Class B digital device, pursuant to part 15 of the FCC Rules. 
These limits are designed to provide reasonable protection against 
harmful interference in a residential installation. This equipment 
generates, uses and can radiate radio frequency energy and, if not 
installed and used in accordance with the instructions, may cause 
harmful interference to radio communications. However, there is no 
guarantee that interference will not occur in a particular installation. If 
this equipment does cause harmful interference to radio or television 
reception, which can be determined by turning the equipment off and 
on, the user is encouraged to try to correct the interference by one or 
more of the following measures:
	 Reorient or relocate the receiving antenna.
	 Increase the separation between the equipment and receiver.
	 Connect the equipment into an outlet on a circuit different from 

that to which the receiver is connected.
	 Consult the dealer or an experienced radio/TV technician for 

help.

Caution: Any changes or modifications to this device not 
explicitly approved by manufacturer could void your authority to 
operate this equipment.
This device complies with part 15 of the FCC Rules. Operation is 
subject to the following two conditions: (1) This device may not cause 
harmful interference, and (2) this device must accept any interference 
received, including interference that may cause undesired operation.

RF Exposure Information
The device has been evaluated to meet general RF exposure 
requirement. The device can be used in portable exposure condition 
without restriction.

RED 2014/53/EU
Declaration of Conformity EC
Hereby, 
Shenzhen Aodelan Technology Co., Ltd. 
declares that this product is in compliance 
with essential requirements and other relevant
provisions of Directive 2014/53/EU. 
This product can be used across EU member states. A copy of the 
Declaration of conformity can be found at www.aodelan.net.

Parts (Figure 1)   

1. LED indicator 
2. Shutter button
3. 2 seconds delay button
4. Strap holder
5. Battery compartment cover                     (Figure 1)

Installing the Battery 
1. Open the battery compartment cover (Figure 2-a) and insert 

the supplied lithium coin cell battery. (Figure 2-b) 
	 Insert the battery so that the + terminal is facing upward. 

( + UP on the battery compartment indicates the 
direction of the battery.)

2. Close the battery compartment cover.

                           
(Figure 2-a)                         (Figure 2-b)

Connecting the Remote Control and a camera with the 
Bluetooth® function
For the THETA Z1 and THETA V, update the camera firmware to the 
latest version in advance. 
1. Set the camera to the remote control connection standby 

state.

THETA SC2 Press and hold the self-timer button.

THETA Z1
THETA V

Select the plug-in “Remote Control  
Plugin” with the basic app.

	During the connection process, the camera indication 
changes as follows

THETA SC2
THETA Z1

The camera control icon flashes on the 
OELD panel.

THETA V The camera status lamp flashes white.

	When the connection is complete, the LED on the remote 
control flashes green 3 times rapidly, and the camera 
indication changes as follows. 

THETA SC2
THETA Z1

The camera control icon appears on 
the OELD panel.

THETA V The camera status lamp lights whites.

2. Press and hold the shutter button on the remote control for 
1 second or longer. (Figure 3)
	 The power of the remote control turns on, and the 

connection process starts automatically.

   

                                               (Figure 3)
3. Release your finger when the LED on the remote control 

lights up.
	 The LED lights red or blue for 1 second depending on the  

battery level. 

Precautions for Use
	 If the connection with the camera cannot be established even 

after about 1 minute, the power of the remote control turns off 
automatically.

	 When multiple plug-ins are registered for the THETA Z1 or 
THETA V, select “Remote Control Plugin”. For how to change 
plug-ins, see the following website. 
THETA Z1
https://support.theta360.com/en/manual/z1/content/plugin/
plugin_03.html 

  
        THETA V

https://support.theta360.com/en/manual/v/content/plugin/
plugin_02.html   

	 When you want to connect another Bluetooth® remote control 
to the camera or when the current Bluetooth® remote control 
cannot be connected correctly, reset the Bluetooth® connection 
information of the camera as follows, and then connect the 
remote control and the camera.

THETA SC2
THETA Z1

Press and hold the wireless button and 
mode button simultaneously.

THETA V Press and hold the wireless button.

Shooting with the Remote Control
1. Connect the remote control to the camera. 
2. Press the shutter button on the remote control. (Figure 4)

	 A still image is taken or video shooting is started/ended. 

                   (Figure 4)                                                                             
3. To take a still image or to start/end a video shooting with 

a delay of 2 seconds, press the 2 seconds delay button on 
the remote control. (Figure 5)

                                
(Figure 5) 

Precautions for Use
	 If the THETA Z1 or THETA V enters the sleep mode while 

shooting with the remote control, press the shutter button on the 
remote control to cancel the sleep mode of the camera.

	 If you cannot connect the remote control to the camera correctly, 
check the battery level of the remote control. If the battery level 
is insufficient to make connections, the LED does not light up 
even when the power is turned on. In this case, replace the 
battery. 

	 The remote control can be connected to the camera only while 
the remote control icon is flashing on the OLED panel of the 
THETA SC2 or THETA Z1 or while the camera status lamp of 
the THETA V is flashing. Set the camera to the remote control 
connection standby state.

	 If the remote control connects to equipment other than THETA, 
delete the pairing information between the remote control and 
the equipment, or move the remote control and THETA away 
from the equipment and bring the remote control close the 
THETA to make connection. 

	 Press and hold the shutter button for 3 seconds or longer to turn 
off the power of the remote control. The LED flashes red, and 
the power turns off. 

LED Indicator activities

Green

 
Flashing rapidly The connection is complete.

Flashing The countdown process of 2 
seconds delay is in progress.

Red
Lit for 1 second

When the power is turned on: The 
battery level is less than approx. 
15%.

Flashing rapidly The power is turning off.

Blue

Lit for 1 second
When the power is turned on: The 
battery level is approx. 15% or 
more.

Lit for 0.5 
seconds

A still image is captured; video 
shooting is started or ended. 
The sleep mode of the camera is 
canceled (for THETA V and THETA 
Z1).

Flashing The connection process is in 
progress. 

Specifications
Transmission method: Bluetooth® Specification Version 4.2
Operating distance: Approx. 10m / 32.8 ft.
Power:  3V  CR2032 lithium coin cell battery
Operating environment
Temperature: 0°C–40°C (32°F–104°F)
Humidity: 85% or less (no condensation)
Dimensions (W × H × D): Approx. 36×67×13mm (1.4×2.6×0.5in.) 
Weight: Approx. 13 g (0.5 oz) (without the battery)
Accessory: Strap x 1

Specifications and design are subject to change without notice. 
Bluetooth® mentioned in the manual is protected trademark which 
does not belong to Shenzhen Aodelan Technology Co., Ltd.


	未标题



